
Voltage - Frequency - Converter

For the conversion and stabilization of all 
worldwide mains voltages and frequencies 

50 Hz → 60 Hz or 60 Hz → 50 Hz

110 Volt - 1-phase to 690 Volt - 3-phase

    Application:

●  Operation of import / export equipment with different  
     mains voltage and frequency 

●  Development 

●  Production

●  Test field

●  Quality assurance 

●  Output power from 3 kVA up to 800 kVA

●  True sinewave output-voltage

●  Frequency-constant in the entire load range 

●  High load capacity 

●  Customized special designs 
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Product overview 

Series AC-Input Power AC-Output 1-phase

SFC MM
230 V, N, 

50 Hz
1-phase

  3 kVA

110 V / 115V / 120 V, N
60 Hz

1-phase

  6 kVA

  8 kVA

10 kVA

Series AC-Input Power AC-Output 1-phase

SFC TM
400 V, N

50 Hz
3-phase

  6 kVA

110 / 115 / 120 V, N
60 Hz

1-phasig

10 kVA

15 kVA

20 kVA

Series AC-Input Power AC-Output 3-phase

SFC TT
400 V, N

50 Hz
3-phase

    6 kVA

190 / 200 / 208 / 220 / 230 / 240 V, N
60 Hz

3-phase

Single-Voltage
or

 Multi-Voltage

380 / 400 / 415 / 440 / 460 / 480 V /
575 / 600 / 690 V, N

60 Hz
3-phase

Single-Voltage
or

 Multi-Voltage

  10 kVA

  15 kVA

  20 kVA

  30 kVA

  40 kVA

  50 kVA

  60 kVA

  80 kVA

100 kVA

125 kVA

160 kVA

200 kVA

250 kVA

300 kVA

400 kVA

500 kVA

600 kVA

800 kVA



Series AC-Input 1-phase Power AC-Output

SFC MM
120 V, N, 

60 Hz
1-phase

  3 kVA

230 V, N
50 Hz

1-phasig

  5 kVA

  8 kVA

10 kVA

Series AC-Input 3-phase Power AC-Output

SFC TM

380 / 400 / 415 / 440 / 460 / 480 V
N, 60 Hz, 3-phasig

Single-Voltage
or

 Multi-Voltage

190 / 200 / 208 / 220 / 230 / 240 V
N, 60 Hz, 3-phasig

Single-Voltage
or

 Multi-Voltage

  6 kVA

230 V, N
50 Hz

1-phase

10 kVA

15 kVA

20 kVA

Series AC-Input 3-phase Power AC-Output

SFC TT

380 / 400 / 415 / 440 / 460 / 480 V,
N

60 Hz
3-phase

Single-Voltage
or

 Multi-Voltage

190 / 200 / 208 / 220 / 230 / 240 V,
N

60 Hz
3-phasig

Single-Voltage
or

 Multi-Voltage

    6 kVA

400 V, N
50 Hz

3-phase

  10 kVA

  15 kVA

  20 kVA

  30 kVA

  40 kVA

  50 kVA

  60 kVA

  80 kVA

100 kVA

125 kVA

160 kVA

200 kVA

250 kVA

300 kVA

400 kVA

500 kVA

600 kVA

800 kVA

Options:

●  Other input and output voltages up to 690 volts 
●  Multi-voltage version with several output voltages 
●  Convert only frequency 50→60 Hz / 60→50 Hz
●  Convert only voltage
●  AC-Input without neutral conductor ("N")
●  Versions with 3-phase connectors according to IEC 60309 (16/32/63 A / up to 690 V) 
●  Versions with galvanic isolation for the supply of seagoing ships with 440 V, 60 Hz 
●  AC-input: 400 V/50 Hz or 440 V/60 Hz  →   AC-output: 3 x 115/200 V, 400 Hz; up to 90 kVA
●  Customized special designs 
●  Delivery time 2-8 weeks for standard systems 
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